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The FlexiPrint offers room for professional printing technology.

Hardwearing thermal printing technology with DIN A4 paper format guarantees clean 
printouts in the tough environment of continuous operation.

The fully opening front panel, which is lockable, provides excellent access to the printer 
and makes changing paper child's play. The FlexiPrint also offers plenty of space and 
installation options for additional equipment and accessories.

Size:

Width /depth /height  520 x 210 x 1.820 mm
Stand area incl. footplate 560 x 400 mm
Weight Approx 75 kg

Materials:
Enclosure Special anodized aluminum profile 
Monitor Frame  Aluminum, powder painted
Front panel Anodized aluminum
Footplate Anodized or painted aluminum 

Surface:
Enclosure and front Anodized aluminum, E6EV1

All RAL colors available upon request

Monitor frame Aluminum, black powder painting
Optional: Powder painting according to RAL colors

Monitor 17” or 19” TFT, Resolution 1.280 x 1.024
Brightness 250 cd/m² / Viewing angle 170° V/H
Contrast ratio 1.000:1

Printer 210mm thermal printer (A4)

Prebuilt for PC Holder for standard PCs SSF- or USSF-Enclosure
incl. 230V power cord

Ventilation Build in ventilation fans

Touch monitor 17” or 19” ELO touch monitor with Intellitouch

Keyboard IP65 metal keyboard in stainless steel with trackball or
Black plastic keyboard with track pad

PC-Controller As required

Sound 2 x10 Watt speakers 

RFID- Reader Wireless Reader (placed below the monitor)

Network As required - LAN, WLAN or power line-adapter

Other options Let us know your requirement and 
…we will find the solution for you

Rosendahl Conceptkiosk A/S, Laust Rasmussens vej 11, DK-7200 Grindsted
Tel: +45 7672 0260, Fax: +45 7531 0711, info@conceptkiosk.com
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